@L® KETEK

Features:

Py
* Manual Starter

* 45 melectric cord (148’)
e 2inch outlet (50 mm)

e Manual Starter

* 38 melectric cord (125’)

* 4 inch metal flowline (102 mm)
e 4inch outlet (102 mm)

* Riser leg (optional)

TRASH PUMP

Ketek’s trash pump is commonly used to
transfer drilling fluids and cuttings from
the cellar to the shaker, effectively
replacing conductor pipe for shallow

Dimensions:

Py
e Diameter 0.318 m (1’)
e HO0.521m(1'8")

»  Weight 65 kg (145 lbs)

6"
» Diameter 0.381 m (15")
« HO0.711m (28")

»  Weight 195 kg (430 lbs)
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Performance curve

Pump Motor
Discharge Flange Diameter 50 mm Motor # C3068.180 13-10-2BB-W 3.8hp Power factor
Suction Flange Diameter 50 mm Stator variant 6 1/1 Load 0.85
Impeller diameter 112 mm Frequency 60 Hz 3/4 Load 0.78
Number of blades 1 Rated voltage 230V 172 L 7
Throughlet diameter 34 mm Number of poles 2 /2 Load 0.6
Phases 3~ Efficiency
Rated power 3.8 hp 1/1 Load 82.5 %
Rated current 10 A 3/4 Load 84.5 %
Starting current 65 A 1/2 Load 84.5 %
Rated speed 3395 1/min oa 7
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